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SSaaffeettyy  FFiirrsstt!!  
  

This equipment is designed for residential pool use only; not 
for commercial use. 

When installed according to instructions, this product conforms to ALL Consumer Product 
Safety Standard Guidelines.
Maintain adult supervision at all times.
Use slide in sitting position only.
Slide only when slide path is free of 
swimmers and obstructions.
Only one person on slide at a time.
No standing on flume of slide.
No jumping or diving from slide.

 
*The exit point of the flume can be no higher than 20” above water 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



Foreword:  

 
Note: Deck dimensions are measured in feet. 



Slide Stub-up: 

 
Important Notice:

Hardware Packages for Assembly 
 
Packet #1   Wild Ride™ Step Assembly                                                                           

Handrails                             Step to Flume -  

Packet #2   Flume & Legs Assembly Wild Ride™ & Whitewater™     
 

Flume to Flume -   Legs to Flume  
 
Packet #3   Wild Ride™ & Whitewater™                                                                           

Bracket to Step Bracket to ground  
 
Packet #4   Wild Ride™ & Whitewater™                                Packet #6  Deck Anchor Hardware 

                               
 
Packet #5   Whitewater™ Steps & Handrails                                                                          

                                          Step to Flume       
 
*Please see list below for hardware sizes.         Note:  Powder coated hardware items M & Q are in a separate package 

 
*See page 8 for Paver Kit hardware. 



Slide Components 
 
    
                                                                      Assembly Tools:      



Step 1:  Flume Assembly  

 (Fig. 1)
(Fig. 2)  #2

 (Fig. 3) Note:

 
 
                  Fig. 1                                                           Fig. 2                                                                 Fig. 3 
 

Step 2:  Legs to Flume Assembly 
 

(Fig. 4) #2 Note:

(Fig. 5) 
NOTE: White Water Right (only) both legs on lower flume are equal length.  

Fig. 4                                                            Fig. 5                  

2 A.

Note

 



Step 3:  Step to Flume Assembly 
For the Wild Ride™ only:

#1

For Wild Ride™ & Whitewater™: not

#3 (Figs. 1&2)
Fig. 2

Fig. 1                                                           Fig. 2 

Step 4: Handrail Assembly  
 

(Fig. 4)
#1 #5 Do not fully 

tighten yet!  (Fig. 5)  

 
        Fig. 4                                                                   Fig. 5 
 
 

Fig 3 #1
#5

Fig. 3

Fig. 3 

                                                       

 



Step 5:  Slide Anchoring 
On-deck Installation:    

(Fig. 1 & 2) Hole A (Fig. 2)

(Fig. 3)

ON DECK INSTALLATION 

Inter-Fab slides must be 
installed using the Stainless 
Steel deck anchors.  The use 

of any other anchoring 
systems can void the slide 

warranty. 

Fig. 1 Fig. 2
 
 

 

Fig. 3 

Fig. 3
 

 
 
 



In-Deck Installation / Optional Paver Deck Installation: 
Hole B (Fig. 1).

 
 

         IN DECK INSTALLATION                                                       PAVER KIT INSTALLATION 
                   
 
 
 
 
 
 
 
 
 
 
 
 Note:
 
 
 
 

 

Whitewater™ kit: (Part# WWS-PK) 

Wild Ride™ kit: (Part# W-RIDE-PK) 



Water Supply: 
 

(Fig. 1)
(Fig. 2)

Note

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Fig. 1 Fig. 2  
 

 
 
 
 
 
 
 
 
 Fig. 3 
 
 
Water Supply Includes: 

 
 

Final Installation Note: Upon completing the slide assembly, secure the vinyl nut caps 
provided on each exposed nut and bolt.  For additional adhesion and security, it is recommended to 
apply a light coat of white or clear silicone to the inside of the vinyl nut cap.   

 



echoes of nature™ Slide Rock™  
Panel Installation Guide

Fig.1)

Note: On-deck leg installation  
must be used when using the 
Slide Rock panels

Fig. 1 
Caution: Do not drag Rock panels over deck. This may cause chipping along bottom of the panel. 
 

Front Panel Installation: 
 

(Figs. 2&3) 

(Fig. 4) Tools needed; Hammer drill 
and a 5/32nd inch drill bit, with a long shank (6 inches) to allow room between drill and Rock.

 
                    
                         Fig. 2                                                           Fig. 3                                                            Fig. 4 
 
Rear Panel Installation: 

 

 



Slide Care & Maintenance 
(Acrylic Components – Step & Flume) 

General Cleaning

You may safely use:* 

          Do not use: 

2.     Light scratches, abrasions, gloss, etc

 
 
Light Scratches

 
*These suggestions and data based on information we believe to be reliable, from our acrylic manufacturer.  They are offered in good faith, 
but without guarantee, as conditions and methods of use and procedures are beyond our control. 



Stainless Steel Rail Maintenance 
 

To clean Stainless Steel, use your choice of the following: 

~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~ 
LIMITED WARRANTY 

Inter-Fab, Inc

echoes of nature™

Customer Service / Technical Support 
Mon – Fri : 7am – 4pm MST 

800.737.5386 
customerservice@inter-fab.com


